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September 28, 2005
    12:54:17 PM
    from Jocelyn Bauer
 to All Participants:
Access presentations and recordings within the next week at:

 http://www.ntoctalks.com/web_casts_archive.php

September 28, 2005
    12:59:55 PM
    from Isaac Menda
 to All Participants:
"Dedicated" message boards displaying travel time seems to be the logical way --automated displays that are independent of regular or emergency messages.  Also good since motorists will depend on the information.  Does your experience lead you to the same conclusion?

September 28, 2005
    1:04:30 PM
    from James Schultz
 to All Participants:
What do you do if sensor are not working?

September 28, 2005
    1:05:00 PM
    from Duane Hartmann
 to All Participants:
What do you do differently, to display travel time information to unfamiliar (non-local) commuter?  The unfamiliar driver does not have a concept of time/distance to local landmarks.

September 28, 2005
    1:05:22 PM
    from Joe Jeffrey
 to All Participants:
Ms Langer: how do you calculate "average" speed?

September 28, 2005
    1:06:00 PM
    from Gloria Gwynne
 to All Participants:
Do you measure speed directly (e.g. dual loops or dopler) or calculate it (e.g. Vol Occ)

September 28, 2005
    1:06:12 PM
    from James Schultz
 to All Participants:
do you worry that actual speeds can exceed posted speed? - and then you advertise it

September 28, 2005
    1:06:35 PM
    from Emmanuel Morala
 to All Participants:
Do you dedicate a number of VMS's for displaying travel time only? If not, then how do you handle the conflict if other events are also ongoing, e.g. incidents, construction closures, congestions, amber alert, etc.. Is the conflict resolved automatically by software logic or is it resolved manually by the operator?

September 28, 2005
    1:06:39 PM
    from Lizuarte Simas
 to All Participants:
how often are there incidents #/week?

September 28, 2005
    1:07:40 PM
    from Jim Poston
 to All Participants:
If travel times are not static, i.e. conditions are degrading or improving, drivers will experience travel times which differ from the sign.  This phenomenon will be greater for longer travel times.  How do you adjust for this?  

September 28, 2005
    1:07:58 PM
    from jerome karp
 to All Participants:
langer:  How does WisDOT use unexpectedly short travel times to indicate possibility of an incident?

September 28, 2005
    1:08:31 PM
    from Zoe Bayar
 to All Participants:
Do you also utilize portable CMS in rural area to post travel time?

September 28, 2005
    1:10:04 PM
    from Manjunathan Kumar
 to All Participants:
How many personnel are providing oversight verifying accuracy at the 24/7 TMC?

September 28, 2005
    1:11:34 PM
    from stan slavin
 to All Participants:
Jocelyn, how many hours/day are TT's displayed? Do you find that this wears out the bulbs or LED's more quickly inducing more maintenance costs? 

September 28, 2005
    1:12:28 PM
    from jerome karp
 to All Participants:
langer:  How does WisDOT coordinate daily traffic activities in Milwaueee with City and County?

September 28, 2005
    1:13:12 PM
    from Lourdes Cardenas
 to All Participants:
How do you convert from Text to voice message?

September 28, 2005
    1:13:36 PM
    from Michael Pack
 to All Participants:
regarding Maintenance of your detectors....is there a threshold of detector failure that must be met along a particular corridor to initiate maintenance response?

September 28, 2005
    1:14:11 PM
    from Emmanuel Morala
 to All Participants:
Do you apply some predictive modeling techniques to factor in upstream volume demand, queue length, time-of-day and/or historical data, etc.., in the calculation of travel time?

September 28, 2005
    1:15:00 PM
    from Zoe Bayar
 to All Participants:
Have you looked into using different type of DMS for TT posting in order for public to distinguish b/w IM messages and TT?

September 28, 2005
    1:15:03 PM
    from Dennis McHugh
 to All Participants:
Jocelyn - does anyone integrate DMS messaging to work in rel-time with a Trailblazer system?

September 28, 2005
    1:16:06 PM
    from Isaac Menda
 to All Participants:
Jocelyn, As detectors will oftentimes "fail" during stop-and-go traffic, what will the VMS display? How is that shot-off threshhold established? 

September 28, 2005
    1:17:49 PM
    from Ray Webb
 to All Participants:
To Leslie,

September 28, 2005
    1:19:48 PM
    from Faisal Saleem
 to All Participants:
Is there any experience in posting travel time on smaller size DMS generally used on arterials?

September 28, 2005
    1:21:06 PM
    from Ray Webb
 to All Participants:
Do you have in house personnel dedicated to maintaining your field devices or is it contracted out?  What is the response time to getting repaired? 

September 28, 2005
    1:21:48 PM
    from Michael Pack
 to All Participants:
Within a paricular "travel link", if there is a great difference between the speeds that the detectors are displaying, will the TT still be posted on the DMS?  If there is a difference threshold defined, what is it?

September 28, 2005
    1:22:32 PM
    from Vinh Dang
 to All Participants:
1- Has any agency use travel time as soft traffic management tool, i.e. posting travel time to a destination via multiple routes ?

September 28, 2005
    1:22:40 PM
    from kevin Shannon
 to All Participants:
Do you provide info on commute options to manage demand beyond the travel time messages?

September 28, 2005
    1:29:16 PM
    from Joe Jeffrey
 to All Participants:
Have any of the speakers used (or considered using) portable sensors to gather data in construction zones or for special events where data is not available?

September 28, 2005
    1:30:37 PM
    from Sabin Yanez
 to All Participants:
Have any of the speakers looked ahead to what the next improvement for travel time information their agencies' will undertake?

September 28, 2005
    1:30:49 PM
    from Karl Ziemer
 to All Participants:
Roger- how does TxDOT distinguish between expected travel times and those that are unusually lenghty. Getting at how a non-commuter can tell if things are slow up ahead.

September 28, 2005
    1:31:03 PM
    from Robert Winick
 to All Participants:
Roger, did you find any systemmatic error in the accuracy checks, i.e. at beginning of a congestion period observed times were slower, or at the end of the congestion time period observed times were faster?

September 28, 2005
    1:31:47 PM
    from jerome karp
 to All Participants:
All:  compare hardwares please, types of detectors (accuracy/availability) and types of dms (visibility/message capability)?  

September 28, 2005
    1:34:07 PM
    from Zoe Bayar
 to All Participants:
Anyone using separate TT message  for HOV lanes?

September 28, 2005
    1:34:28 PM
    from Ray Webb
 to All Participants:
How has the public received the use of the 2-phase message with congestion and travel time.  Are there concerns about  too much info displayed.

September 28, 2005
    1:39:03 PM
    from John Sparks
 to All Participants:
Any problems with travel time DMS causing congestion from motorists slowing to read them? Particularly 2-phase messages?

September 28, 2005
    1:40:39 PM
    from gary thomas
 to All Participants:
Has anyone performed a recent study to investigate how the public respopnds to the use of a CMS for usual and unusal conditions.  Are there legitimate concerns regarding CMS credibility with motorist if the sign is constantly displaying a message?

September 28, 2005
    1:41:15 PM
    from David Tsui
 to All Participants:
What would be the best way to estimate and provide travel time info for freeway with core / collector system where motorists are allowed to move from core to collector roadways or vice versa through inter-connecting transfers between the two roadway? 

September 28, 2005
    1:43:02 PM
    from Michael Pack
 to All Participants:
Are there any organizations / cities using the Traffic.com / Mobility detector data to populate TT systems.   

September 28, 2005
    1:43:09 PM
    from Assem Ramadan
 to All Participants:
If the system runs on its own, would it be able to detect problems or weed wrong messages? 

September 28, 2005
    1:44:49 PM
    from Karl Ziemer
 to All Participants:
With the FHWA recommendation to NOT install additional DMS in Metro areas until travel times are utilized, that then will MANDATE that agencies invest in data gathering equipment to be able to display travel times. Do I have this correct? 

September 28, 2005
    1:46:14 PM
    from Michael Pack
 to All Participants:
Plan - Philadelphia

September 28, 2005
    1:46:21 PM
    from Mel Partee
 to All Participants:
Please repeat the FHWA priority for message types?

September 28, 2005
    1:46:26 PM
    from Roger Strain
 to All Participants:
I promised the TransGuide web site, so here it is: http://www.transguide.dot.state.tx.us

September 28, 2005
    1:49:14 PM
    from Michael Pack
 to All Participants:
Is there national guidance / report for TT within work zones?

September 28, 2005
    1:50:13 PM
    from David Lively
 to All Participants:
I'm looking to start researching how to collect and publish travel times in rural and inter-regional situations.  Particularly for special events, weather events/snow chain controls.  Does anyone have any experience with this kind of TT application?

September 28, 2005
    1:50:55 PM
    from Jo Ann Oerter
 to All Participants:
How does wisDOT use DMS for: Const. purposes (ex. lane closures, advertise upcoming events, and/or outreach - public info regarding upcoming changes?

September 28, 2005
    1:53:57 PM
    from David Lively
 to All Participants:
LEDs have 100,000 hours use.  That's 11-plus years at 24/7.  The technology will probably be superceded before wearing out.  Incandesent or Xenon will have quicker replacement.

September 28, 2005
    1:56:11 PM
    from Karl Ziemer
 to All Participants:
The 100,000 hours are a manufacturer's claim. The LEDs will degrade over time. 

September 28, 2005
    1:57:07 PM
    from Karl Ziemer
 to All Participants:
Will FHWA pay for DEDICATED travel time signs?

September 28, 2005
    2:03:10 PM
    from Isaac Menda
 to All Participants:
Installation of detectors within construction zones: in our experience in NYC, the constant adjustments necessary where lanes are shifted made it extremely difficult to manage the detectors.  We have found it easier just to monitor traffic upstream of the zones.  Any other thoughts?

September 28, 2005
    2:04:30 PM
    from Michael Pack
 to All Participants:
Are any organizations using license plate capture technology to calculate TT's?

September 28, 2005
    2:11:40 PM
    from Michael Pack
 to All Participants:
Have there been any studies done to see if the continuous use of DMS for TT's REDUCES the signs effectiveness when used for incident messages?

September 28, 2005
    2:17:56 PM
    from Michael Berman
 to All Participants:
The Bay Area has recently started posting travel times on a handful of DMSs, and I believe the data comes, at least in part, from ETC transponders

